From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: "D.D. Todd" <dube3@n-link. com> 

Subject: Re: 390A powexr-down 

Message-ID: <32094059.3BE4@n-1link.com> 


Thanks to everyone who responded. It's nice to know that others have had 
the problem and are willing to share their info. Appreciate it, guys. 
73, 

Dube Todd K4DWW dube3@n-link.com 


If we had to tolerate in others all that we permit in ourselves, life 
would 
be completely unbearable. 

- Georges Courtelline 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Andy Wallace <wallace@mc.com> 

Subject: 75A-4 PBT problem 

Message-ID: <9608082051.AA01684@taku> 


----- Begin Included Message ----- 


From: Steve Ellington <n4lq@iglou.com> 
Subject: Re: 75A4 vs 75A3 


When the passband tuning is moved, the main tuning knob turns unless it is 
either held or has some drag adjusted in. 


----- End Included Message ----- 


Hmm, it's been a long time since I used an A-4 

but I don't think that one did what you describe. 

OH! Right, it doesn't go to the BFO control...there 

IS no "BFO pitch" control! The band goes between the PTO 
and the PBT control, which is the real BFO. (Andy was 
wrong again, better write that down.) 


Sounds like a mechanical problem, perhaps a coupling 
is too loose? Unfortunately I don't have an A-4 to check. 
It should just rock the PTO, not move the tuning knob. 


73, 
--Andy 
wallace@mc.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: Re: 75A-4 PBT problem 

Message-ID: <Pine.GSO.3.93.960808170500 .29058A-100000@iglou> 


Hmm, it's been a long time since I used an A-4 

but I don't think that one did what you describe. 

OH! Right, it doesn't go to the BFO control...there 

IS no "BFO pitch" control! The band goes between the PTO 
and the PBT control, which is the real BFO. (Andy was 
wrong again, better write that down.) 


Sounds like a mechanical problem, perhaps a coupling 
is too loose? Unfortunately I don't have an A-4 to check. 
It should just rock the PTO, not move the tuning knob. 


VV VV VV VV VV MV 


If thats the case, why did they put the band between the pb and pto in the 
first place..... 2???? 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Glenn Finerman <GFINER@nms.com> 

Subject: 75A4 vs 75A3 

Message-ID: <s209d2ca.070@nms.com> 


Hello Collins fans! 


Can someone educate me on the major difference between the 75A4 

and the 75A3 receivers? I see in the quick reference guide the 75A3 has 
mode selection for CW and AM and the 75A4 has CW AM SSB. 

Product detector for SSB? 

Someone has a 75A3 for sale but I'm wondering if I should hold out for 
the 75A4? 

What would be a fair price for a 75A3 in good shape? The guy who's 
selling doesn't list a price...just says "make offer"?? 


Thanks folks!! 


Glenn Finerman N2BIG GFINER@NMS.COM 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Andy Wallace <wallace@mc.com> 

Subject: Re: 75A4 vs 75A3 

Message-ID: <9608081625 .AA01573@taku> 


Glenn, and everyone... 


The A-3 has no product detector built-in. I was 
lucky enough to get one with a plug-in unit 

made by Universal Service of Ohio (now Universal 
Radio). A couple of folks have asked about this 
and I will put a picture of this up at John 
Brewer's BOATSCAPE page soon. (John willing!) 


The A-4 has a product detecor and a novel 
passband tuning circuit that mechanically 
links the BFO to the PBT so the BFO pitch 
will stay the same as the passband varies. 


Both take mechanical filters, which are 
not interchangeable. The A-3 held two and 
the A-4 could hold up to three. Note that 
if either is missing the filters, you'll 
hear nothing! 


Filters can add greatly to the price of 
the radio. My A-3 only has the SSB 
filter. (Anyone got an AM/CW one to sell?) 


I hate seeing it, but scalpers seem to like 
selling A-4 filters for high prices separate 
from a radio which they are also selling! 


As far as "holding out for an A-4" it 

is up to you. A-4 prices are still much 
higher than A-3s. An A-3 in nice shape with 
one filter might fetch $275-400 and the 
A-4s are several hundred higher. Late A-4s 
came stock with a Collins 4:1 reduction 
tuning knob which is very nice. 


As a kid I admired my Dad's 75A-4/Invader 2000 
combination. Now I have the A-3 and an Invader 
200 so when I get them both working well it will 


be a low-budget replica of the station. 


73, 
--Andy 
wallace@mc.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: Re: 75A4 vs 75A3 

Message-ID: <Pine.GS0O.3.93.960808133917 .12840E-100000@iglou> 


> The A-4 has a product detecor and a novel 
> passband tuning circuit that mechanically 
> links the BFO to the PBT so the BFO pitch 
> will stay the same as the passband varies. 
> 


When the passband tuning is moved, the main tuning knob turns unless it is 
either held or has some drag adjusted in. This bothers me. I just want to 
move the passband around and not change frequencies. What if I just unhook 
that band between the two shafts? Wouldn't that make it like most other 
recievers with pb tuning or am I missing something. Trying to adjust the 
pb tuning to eliminate qrm while compensating for the frequency by holding 
the main dial is cumbersome. I don't have the 4:1 knob. Would that 
eliminate the problem? 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Steve Miller x6078 <smiller@motown.1mco.com> 
Subject: Re: 75A4 vs 75A3 

Message-ID: <199608082006.QAA15820@bear.motown.1lmco.com> 


I thought the reason they were linked was to maintain a constant 
frequency relationship between the bfo, received signal, and main 
PTO. Otherwise you are not shifting the passband, you are shifting 
the signal in the passband. On the later s-line Collins opted for 
the latter approach by providing the tunable bfo. I always thought 
that that was a shame as the passband tuning was a real treat to use 
and a princpal reason for the A4's popularity and later of course 
the popularity of such other receivers as the Drake RAC. 

Steve 

Kd2Ed 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: Re: 75A4 vs 75A3 

Message-ID: <Pine.GS0O.3.93.960808164217 .24437A-100000@iglou> 


I thought the reason they were linked was to maintain a constant 
frequency relationship between the bfo, received signal, and main 
PTO. Otherwise you are not shifting the passband, you are shifting 
the signal in the passband. On the later s-line Collins opted for 
the latter approach by providing the tunable bfo. I always thought 
that that was a shame as the passband tuning was a real treat to use 
and a princpal reason for the A4's popularity and later of course 
the popularity of such other receivers as the Drake RAC. 


VVVVV VV VV 


Is this really the case? If so then my A4 has a problem. When I turn the 
passband knob, I can hear the pitch of a cw signal change. I would think 
this would be the obvious effect since the main dial moves. Now, whats 
this about the bfo moving at the same time? If that were the case then the 
pitch would remain the same but mine doesn't. Of course, I can hear the 
passband change pitch and can move it around the desired signal. 


Only when I lock the main dial does the PB tuning act like a Drake. 
Am I making sense? 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Wb2byq@aol.com 

Subject: 808's - NEW IN BOX - CHEAP 

Message-ID: <960808150353_255171934@emout15.mail.aol.com> 


Have a set of 808's, new in JAN box, ca 1949. $20.00 each, $35.00 for the 
pair. Please add shipping - very light but box will be large. Estimate $8.00 
- $10.00 

Tnx and 73 Pete, WB2BYQ 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Lrware@aol.com 

Subject: A Surprise package floors Larry 

Message-ID: <960808201342_174570695@emout18.mail.aol.com> 


Gentlemen Keepers of the firebottle flames & related things: 
Today I received a package from Michael Burke. (mab@delphi.com) 
In it was a 1st edition (1954) copy of: 

"The Boys' First Book of Radio and Electronics" 

The Alfred Morgan classic. 

In the book is a short note from Michael: 

"In appreciation of your generosity to me and the other 
Boatanchors list members." 


I'm both in shock, and grinning from ear to ear! 

I once posted to the list (months ago) that I would like one 

of these. Michael remembered that post, and then gave me the book 
out of the kindness of his heart. Quite a surprise to find in your 
mail box. 


Thank You Michael, you have made my week! 
-Larry Ware 
lrware@aol.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: mack@mails.imed.com 

Subject: AC/DC Radio idea 

Message-ID: <9607088395 .AA839541319@mails.imed.com> 


A thought occurred to me this morning on dealing with the safety/hum 
problems with these radios (like the S-38). The price of 12VDC to 
120VAC inverters is xreallyx cheap these days. You could use one of 
these to do the equivalent of an isolation tranformer so the danger of 
electrical shock from mis-wired outlets is reduced plus the wiring 
could be changed to eliminate the coupling that caused the hot lead to 
be left un-switched in these radios. An inverter for this power range 
is only about $40.00 (assuming you have a battery or power supply 
already). 


A side benefit is that the inverter makes a dandy emergency 120 VAC 
supply for when the power goes out. 


Ray Mack 

WD5IFS 
mack@mails.imed.com 
Friendswood (Houston), TX 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 


From: "Roberta J. Barmore" <rbarmore@indy.net> 
Subject: Re: AC/DC Radio idea 
Message-ID: <Pine.SUN.3.91.960808150545 .28616C -100000@indy3> 


On Thu, 8 Aug 1996 mack@mails.imed.com wrote: 


> [...] 12VDC to 120VAC inverters is [...]. You could use one of 
> these to do the equivalent of an isolation tranformer so the danger of 
> electrical shock from mis-wired outlets is reduced [...]. 


Ummm--not *xreally.* Most often, these critters are set up just like 
primary power hooked to the Power'n Light Co.: the "neutral" is connected 
to the case of the device. So's the battery negative. So now the ol' 
AC-DC set xcanx be hot to the inverter box. If you happened to ground 
the inverter, or set it up against some piece of gear with a three-wire 
power cord, you're back in ZAP! business. 


I's probably better to use a *good* isolation transformer, and ground 
the chassis of the device-under-test; then there are no questions about 
the chassis being hot to ground. Floating the inverter isn't worth 
it I'm pretty sure AES (the one in Tempe AZ not Milwaukee WI) sells 
purpose-built isolation transformers for $40 or close. 


73, 
- -Bobbi 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: MICHAEL@ecs.umass.edu 

Subject: Re: AC/DC Radio idea 

Message-ID: <Q1181H3QX40C91VS56@ecs.umass.edu> 


>120VAC inverters is xreallyx cheap these days. You could use one of 
>these to do the equivalent of an isolation tranformer so the danger of 
>electrical shock from mis-wired outlets is reduced plus the wiring 
>could be changed to eliminate the coupling that caused the hot lead to 
>be left un-switched in these radios. An inverter for this power range 


Interesting idea, Ray. Not sure what the square wave AC would do for 
your hum problem; change it, for sure. Even cheaper, a pair of 12V 
filament transformers with secondaries back to back. Throw in a diode 
or two and make it DC, while you're at it. 


John michael@ecs.umass.edu 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "John Goller" <k9uwa@cris.com> 

Subject: Re: AC/DC Radio idea 

Message-ID: <199608082213 .SAA27073@cliff£.cris.com> 


Besides lots of radios hum when run on inverters!! Even on good 
inverters...de JOHN K9UWA 
John K9UWA 


k9uwa@cris.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: "Robert S. Ross" <radiorob@serix.com> 

Subject: Allied Knight R100....Manual Needed! 
Message-ID: <199608072038.UAA15327@cm.serix.com> 


Hi Guys: 


On Sunday I went to the Port Huron, Mich. Hamfest and I picked up a real 
nice Allied Knightkit Receiver...Model R100. I got the manual with it...but 
when I got home I noticed the manual was actually for the Allied Knight R100 
"A".... which is a little different than the R100. 

If anyone has a manual for the R100...I would be happy to purchase one. I 
will be happy with a photocopy if no original is available. Please Email me 
direct if you have one of these. 


Thanks....73 ROB. 


Robert S. Ross 
VA3SW 
London, Ontario, CANADA 


Radio DX'er 
Antique Radio Enthusiast 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: integrat@usr.com 

Subject: AN/SRR-13A 

Message-ID: <20A39C50.1901@usr.com> 


Terrible dial calibration is NORMAL for AN/SRR-13As. 
So is terrible audio... 
Pretty to look at, but not much fun! 


William Donzelli 
integrat@usr.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: n5off@w5ddl.aara.org 

Subject: Any Avionics Types On BA??? 

Message-ID: <434688@w5ddl.aara.org> 


Hi BAers, 


Are there any avionics types out there? I need access to a 
book for a certain transceiver (shhhhh!!!! not BA. King KTR-908). 


I'll pay for a copy of the sheets I need. 


Thanks and 73 de tom 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Michael Sullivan <michaels@kc2kj.k2nesoft.com> 
Subject: Re: AR-88 Meters: possible custom job? 
Message-ID: <32092EC4.1F4215EE@kc2kj.k2nesoft.com> 


Tom R. Rice wrote: 

> 

> From: Andy Wallace <wallace@mc.com> 

> Subject: AR-88 meter dimesions (approx) 

> 

> AR-88 meter is round, with the needle resting position to the right. 
> 

Funny, my AR-88 has the meter needle resting on the left.... 
Michael E. Sullivan 

http: //kc2kj.k2nesoft.com:8080/Merchantville 

Merchantville, NJ - 5 miles from Philadelphia, Pa! 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: n5off@wS5ddl.aara.org 


Subject: ARC-73 Schematic Anyone? 
Message-ID: <434814@w5ddl.aara.org> 


Looking for a photocopy of a schematic, R-1123A (51X2B) VHF receiver 
108-151 Mhz. 


Actually, just need the control box schematic. 


I'll pay to reproduce/mail. 


Thanks, 

Tom 

Reply to: 
packet n5off@k5arh.#1ft.la.usa.noam 
Email (home) n5off%w5ddl.aara.org@usl.edu 


Lafayette, LA 
office 318-989-3430 
home 318-984-2561 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: n5off@w5ddl.aara.org 

Subject: ARC-73 scheme found, Thanks! 

Message-ID: <435248@w5ddl.aara.org> 


Found the schematic with a local BAer. 
Thanks all. 


Tom 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Robert Nickels <ranickel@mwci.net> 

Subject: BA surprise 

Message-ID: <320950B7.4302@mwci.net> 


Did you ever see something that really looked neat, weren't quite 
sure what it was - but just had to have it? 


(Yeah, me too, about every hamfest!) 


The latest case at Peotone last weekend was a real surprise. It is 
an R441A / AN/SRR-13A, made by Magnaxox under contract to RCA. 
I'm told this is a predecessor to the R-390 used by the Navy, 

and it is a compact, good-looking rig with a backlit projection 


dial that I've never seen before. Coverage is 2.0 to 32 Mc. 
with various selectivity positions. 


Several questions: 


1. Naturally, I'm looking for a manual or partial manual. Will 
reimburse expenses, etc. 


2. The set is dead except on the 2.0 to 4.0 band. Sounds like 
this may be a dead HFO or such - just guessing. Anyone know this 
baby well enought to give me a steer? 


3. Speaker audio is distorted and weak on both 4 and 600 ohm 
speakers. Wonder what kind of audio this set was supposed to drive? 


4. Calibration seems off - will wait for manual to attack this. 
Thanks for any help. I was amazed at the modularity, and especially 
the fact that it uses sub-miniature (peanut) tubes that are soldered 
in place. Looking forward to getting it going, and appreciate any/all 


suggestions and help. 


73, Bob KEOT 
ranickel@mwci.net 
From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 


From: Andy Wallace <wallace@mc.com> 


Message-ID: <9608072017 .AA01190@taku> 


----- Begin Included Message ----- 

From: "Charles R. CHIP Veres 305-532-4515" <VERESC@mail.firn.edu> 
Several years ago at a hamfest I saw two 51-S-1's, one for $650 and the 
other for $750, but neither sold. There was also a clean R-390A with m- 


anuals for $160. Guess which I bought?! 
73, Chip 


Gee, how did you afford both 51S-1s? :-) 


There was a 51S-1 at last Fall's Rochester NH flea for 
$400. I heard it sold for $350. Dang. I had $350 at the 
time. But like you I bought a 390A and an SSB adapter 
instead! And other junk. Anyway, this one did not have 

the case but seemed pretty clean inside. I didn't realize 
they took separate filters for other modes. Perhaps someone 
can give a rundown on what were available and what would 
happen if someone removed all the filters (I know a 75A-4 
would be dead). 


I felt a little bad about passing up the S-1 but then 
it seems that rx doesn't have enough "tweaks" for the 
kind of SW DXing I'd do with it. I'd rather have a 
75S-3C with SWBC band crystals, I think. 


Collins stuff is high-priced, but that is understandable 
given the generally high quality stuff the factory 

pumped out. What does NOT make sense is that most Collins 
people seem to ask the same price for any given set, 

say a KWM-2, $500 from great to fair condition. I don't see 
that sort of behavior as much with other brands. 


Your mileage (and impressions) may vary! 


73, 
--Andy 
wallace@mc.com 


(only real Collins here is a 75A-3 with a Universal 
product detector plug-in.) 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: "Paul Fischer" <PFF@bf£s.uwm.edu> 

Subject: collins feedback problem 

Message-ID: <3E35FA52CB@bfs.uwm.edu> 


Hi Gang, 

I have a feedback problem while transmitting with my s-line. It 
seems the speaker does not completely disengage during 
tranmission. Is this a common problem? If so is there an easy fix? I 
hope so, it always takes a while to trace circuits out. Thanks in 
advance. 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: EdKnobloch@gnn.com (Edward Knobloch) 


Subject: Re: collins feedback problem 
Message-ID: <199608082118.RAA13258@mail-e2b-service.gnn.com> 


> Paul PFF@bfs.uwm.edu reports an audio feedback problem 
> when using his S Line. 


You might try disconnecting the muting line to the 
receiver, and see if you can now get full muting when you 
put the switch on the receiver into "stand by". Does 

the S meter go full scale in stand by? 


If you can't fully mute your receiver when isolated like 
this, suspect the negative bias supply in the receiver. 

If the negative voltage is correct, measured on a high 
resistance meter like a VTVM or a DMM, then suspect 

that one of the tubes in your receiver which is controlled 
by the AGC voltage has a partial short. The best test 
here is to replace them one at a time with known good 
tubes. The most likely culprit is the first rf amplifier 
tube (is it a 6BZ6 ? I don't have access to the 

schematic now), followed by the if amplifier tubes. 


73 


Ed KA4PF edknobloch@gnn.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: azoth@netcom.com (Az0th) 

Subject: Re: Cost of Collins ham gear 

Message-ID: <199608072119 .RAAO2996@netcomé6.netcom. com> 


Hi Bob, 

> I've been organizing and looking through boxes of printed radio material in 
> my collection and I stumbled upon a 1974 Collins ham gear catalog. You 

> can't look through this catalog without getting pretty interested in this 

> stuff. So here's my question. What's the going price for these items these 
> days (assume working and in good, not necessarily perfect condition): 

> 

> KWM-2A 

> 75S-3C 

> 32S-3A 


These are the ones that collectors are hot for, so expect to pay a premium. 
In the case of the 75S-3C, expect to pay a _big_ premium for one with all 
the optional filters (saw one for $1750, recently.) A 75S-3 is a best buy, 
since it came stock with a 250Hz xtal filter. I paid $400 for mine, in 

mint condition. It doesn't have the extra xtal deck of the A and C versions, 
though. My 32S-3 was $550, with the 516F-2 PS. Has a VOX problem, but in 
fine shape otherwise. 


> and, what the heck 

> 

> 30L-1 

Mine was $600, mint RE with NOS American tubes. 


73 de KF4FIH - RF Buchanan 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Larry Keith <KQ4BY@IX.NETCOM. COM> 

Subject: Crossville, TN, hamfest info.. 

Message-ID: <320A5AA8.36ED@IX.NETCOM. COM> 


Just talked with WA4GKM via the landline... 


>From I-40, take exit 317 and follow US 127 South to the second traffic 
light and turn right.. Follow the hamfest signs.. 


>From US 127 South (that's the way I would come from Chattanooga), just 
stay on US 127 until you pass *Thex McDonalds. Turn left at the traffic 
light and follow the hamfest signs.. 


You can set up at 0600 and the talkin station should kick in about that 
time.. 


Outside flea market is covered... 

73, 

Larry, KQ4BY 

From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: billo@nti.net (Bill Wilson) 

Subject: Crossville, TN. Fest 


Message-ID: <19960809000300971 . AAA105@LOCALNAME> 


Gang, 


If the weather is good early saturday morning I plan to haul a truckload 
of stuff to this fest and hope to see other BA members there. As I have 
never been to Crossville does anyone know the location of this hamfest? 


Regards, 


Bill 
AC4LC 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Larry Keith <KQ4BY@IX.NETCOM. COM> 

Subject: Re: Crossville, TN. Fest 

Message-ID: <320A57C5.545E@IX.NETCOM. COM> 


Bill Wilson wrote: 
Gang, 

If the weather is good early saturday morning I plan to haul a truckload 
of stuff to this fest and hope to see other BA members there. As I have 
never been to Crossville does anyone know the location of this hamfest? 


Regards, 


Bill 
AC4LC 


VVVVV VV VV VV 


Hi Bill, 

I plan to be there.. 

According to the flyer, it is at the Cumberland County Community 
Complex, south of I-40 exit 317 which is US 127. I have a vague idea of 
where they are talking about. Think I went to something there, before. 
As I remember, it is a few miles south of the Interstate. 


Talk-in: 146.865... 


Contact info: Nick Smith, WA4GKM, 615-484-5137 (work) or 615-484-8220 
(home), email nickart@midtenn.net 


I am going to call in a few minutes. If there is any real news, I will 
post... 


13% 


Larry, KQ4BY 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: "Jim Berry" <basalop@eskimo.com> 

Subject: Drake 6 Khz filter wanted 

Message-ID: <199608072153 .0AA06132@mail.eskimo.com> 


Hi folks, 


I have a buddy who would like a 6 Khz IF filter for his TR7. I know, 
TR7 is a sandstate radio, but it is after all a Drake, and made in the 
USA, and has pilot lights in it that have filaments. 


73 Jim K7SLI 


a 
Jim Berry K7SLI. QTH: Marysville, Wa (Near Seattle) 
Email: basalop@eskimo.com FAX: 360-659-1360 

Ham Digital: K7SLI @ K7SLI.#NWWA.WA.USA.NA 

a 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> 
Subject: Dumb R390 Power Routing Question 

Message-ID: <199608072346.SAA01450@dlep1.itg.ti.com> 


Greetings, 


I'm hoping that someone having a schematic and experience with the R390/URR 
can explain to me how AC power input to this beast is supposed to be routed. 
I'm currently working without a schematic and this receiver has had "ham" 
modifications in this area. 


I currently don't have ohmmeter "continuity" across the AC input connector 
pins although the power module and transformer appear to be OK. Even the 
microswitch works OK. 


I've traced the wiring from one pin of FL101 through the AC fuse, looped 
through the power module connectors and then through the front panel Power 
switch, but after that where is it supposed to go? In this receiver it 
doesn't find its way back to the power module. Visual inspection of the 
cabling suggests that the orange striped wire from the switch is routed back 
to the power module plug, but it's hard to tell for sure without taking the 
cabling apart. If it's supposed to go directly back to the power module, 


then I guess I'll have to take the backshell off the plug to fix it. (Yuck!!) 


BTW, another problem found with this wayward R390 was that all 4 coil cores 
under one of the moveable arms had been damaged, with 3 severed. After a 
little pondering, these repaired nicely by inserting a small lead through 
the broken sections of connecting springs and sparingly epoxying in place. 
They're certainly stiffer than they were originally but seem to move nicely 
through the core forms. 


Thanks in advance for help with the power routing. 


Regards, 
Bill Sorsby, N5BU bill.sorsby@dlep1.itg.ti.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Andy Wallace <wallace@mc.com> 

Subject: Re: FS: GLOBE CHIEF 

Message-ID: <9608072035.AA01208@taku> 


Hey, anyone local to Steve? Maybe that desk has meters 
and knobs on one side of it! 


pa) 


73, 
--Andy 
wallace@mc.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: FS: Woops I mean GLOBE KING 

Message-ID: <Pine.GSO.3.93.960807165658 .10181A-100000@iglou> 


It's a Globe King. This is a rack type transmitter with power supply on 
the bottom, VFO in center and RF deck on top. Very heavy and very dirty. 


Sorry for the confusion. 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "Robert Fowle (KC8DBC)" <hammarlund@jacksonmi. com> 
Subject: Hammarlund manuals....on the web page 
Message-ID: <19960808175938290 . AAA206@LOCALNAME> 


just a note...just put the Hammarlund manual list on a link from my page. 
(still have some ‘adjusting' to do) 
feel free to stop by...more to come. 8-) 


address in my sig. 
thanks 


Robert Fowle KC8DBC 

The HAMMARLUND Historian 

Ph. 517-789-6721 

1215 Winifred 

Jackson, Mich. 49202-1946 

E-mail: hammarlund@jacksonmi.com 

Web Page: http://www. jacksonmi.com/hammarlund 
HAMMARLUND LITERATURE WANTED 

WANTED: MANUALS FOR ANY MAKE RADIO EQUIPMENT 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: don merz <71333.144@CompuServe. COM> 

Subject: Hickok & Astatic copies 

Message-ID: <960808021243_71333.144_DHB68-5@CompuServe. COM> 


Hickoks and What-Nots 


More Free Photocopies: If you want any of these copies, just send an LSASE 
with the number of stamps shown. There is no need to reply by e-mail. 


Hickok Catalog #31, undated. This one has a lot of the most popular Hickok 
BA test equipment listed including the 533 tube testers, the 539B, the 700 
and the 600-series. Also listed are all the Hickok signal generators, meters, 
‘scopes, probes, tube tester accessories and so forth. Everything is 
pictured in nice photographs accompanied by lengthy descriptions. This needs 


an 8-1/2" x 11" SASE with 3 stamps on it. 

Astatic 10D materials. These 3 pages are copies of the original materials 
included with the Astatic 10D microphone. Includes hookup diagrams, specs 
and a brochure. A regular #10 SASE with 1 stamp will do for this copy. 


WANTED: Hickok 288X Signal Genrator manual photocopy. 


CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228. 
412-234-8819 (weekdays, EST or leave a message anytime). 
Or e-mail at 71333.144@compuserve.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "Allan Fritsche" <fritsche@msn.com> 

Subject: How I appreciate this Group 

Message-ID: <UPMAILO3.199608090117450410@msn . com> 


Just appreciation in this message. 
I know you guys are tired of seeing my messages, but 
they do come in spurts.i.e. Easy to delete if you see my name. 


Got a original manual coming from for the HQ-145 From Don Reaves 

Thanks Don. 

Will get great Help from Kevin McDonald as he was able to obtain a 

junker 145 in the last Hamfest in Austin. 

Larry Ware has sent me coil forms, Hank has provided guidance. 

Robert Fowle has been a big help to me., etc,etc,etc. 

Ive only been on this list for about a year now. But I think this list is what 
the old fraternal group of Hams were in the 50's and 60's. 


I had a novice back in the late fifties, but never renewed, i.e. Drafted, 
Viet Nam, etc. 


So. Iam not a Ham but I have the spirit of one. I know this sounds corny, 
but I mean it, and respect all of you on this list as brothers. 


Enough Said 
Your Friend Al 
fritsche@msn.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: christopher.demeroukas@accessil.com 
Subject: HP 250A RX 


Message-ID: <9608081256.0165400@accessil.com> 


Hello Gang - 


Anyone out there have a working Boonton/HP 250A RX Meter they'd be willing to 
part with (for a fair price, naturally)? Thanks. 


Chris 


12:41 CDT 8/8/96 


christopher.demeroukas@accessil.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: wb6zwc@ns.net 

Subject: Isolation transformer 

Message-ID: <199608081842.LAA20422@tomcat.ns.net> 


Guys and Gals: 


Compared to other problems that have been shared on this net, my problem is 
insignificant. However, in a effort not to disseminate my ignorance on this 
matter 

to the intelligence at large I would prefer private communications. 


Briefly: Is the business of an isolation transformer to create a new neutral 
wire? 
If so, I have other questions. 


Wanted 312-B3 
Richard@Sacramento,Ca. 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "Rhett T. George" <rtg@ee.duke.edu> 

Subject: Isolation transformers 

Message-ID: <9608082104.AA14507@feller> 


- Greetings - 


Bobbi expressed well the reason for choosing a good isolation transformer. 
For tasks up to 150 W, I use a transformer/ballast from a dual voltage 
(115/230) discharge lamp such as sodium vapor or mercury vapor. One that 
has a pair of similar windings that you can see space between. 


You may wish to give your isolation transformer a hi-pot test every year 
or so. Invite an electrically knowledgeable friend who knows what he is 
doing and what you are doing to come sit by the main breaker when you 

do this. Really, done with care, it is not dangerous. On a 120 to 120 V 
transformer, you can wire it to get 340 V peak-peak. Therefore, you would 
like to put 340 to maybe 400 V between the primary or frame and secondary 
and determine that no current flows. A little B+ bench supply may be used 
with a resistor of perhaps 1 megohm value in series to get this potential 
difference. Use a high resistance DC voltmeter to see if there is any 
drop across the resistor which would indicate a leaky current path 


73 Rhett George - KE4HIH 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "David L. Thompson" <thompson@mindspring.com> 

Subject: Items for Sale 

Message-ID: <199608090043.UAA14305@answerman.mindspring.com> 


Gang, 


I put these up early this week and only sold (2 phone calls and 7 E-Mails) 
the S Meter. I don't want to put them up on rec.radio.swap so lets try again. 


I will take bids until Sunday afternoon and sell to the highest bidder. The 
lowest bid price is clearly noted. I will pack up carefully and ship all 
the items for a modest shipping fee as noted on each. If you take more than 
one item we will negotiate! 


ITEM 1: Hallicrafters S-85 Receiver, works on all bands, has built 
in speaker, bandspread 
re-sets better than when new. 7 out of 10 with W7FG Manual. 

Min Bid $75 $15 Shipping. 


ITEM 2: Heathkit Oscilloscope Calibrator IG-4505 Untested, but looks 
good outside. 
Min Bid $20 $6 Shipping. 


ITEM 3: Swan 412 DC Supply for 260, 350, 400 et al. Untested some 
documentation, but no manual. 
Min Bid $35 $7 Shipping. 


ITEM 4: Swan 14C (Xx) Converts the Swan AC supplies 117, 117X to 
12V DC. Looks good, have some documentation, no manual. 
Min Bid $25 $6 shipping. 


ITEM 5: Both Swan units Min Bid $50 $10 shipping. 


Might consider a mint Bench , Metered Supply with 0 to 400/500DC and 6.3VAC 
for filaments. 

These were made by B&K, Heath, Hickok, and others. in trade. or an AC 
Supply with the same ratings for use with my old Mobile rigs (Elmac, 
Babcock, Palco, Viking Mobile, Hart 75). 


Reply or bid only by E-Mail. 


73, Dave K4IJRB 
thompson@mindspring.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: King Returns to Throne 

Message-ID: <Pine.GS0O.3.93.960808165255 .27001A-100000@iglou> 


After 22 years in exile, King Globe is returning to his rightful position 
on the throne. Let us hope that his majesty will once again reign over the 
kingdom of Ether. Dusty, rusty and musty, he will need some time to 
recover. Thanks to all who inquired. May your vfo's not drift and your 
transformers not smoke. O' King, Live forever.... 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Gene Haymes <genie@ctfw.com> 

Subject: Lafayette manual needed 

Message-ID: <320A70E1.1308@cfw. com> 


I have a Lafayette tube tester 38-01131W without the tube charts. Does 
anyone have charts they would copy? Is there a company that supports old 
Lafayette equipment? I hate to throw away the tester but it is no good 
without the charts. Any help would be appreciated. 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "William C. Robbins" <billrobb@serv01.net-link.net> 


Subject: Last Chance Heath Manuals 
Message-ID: <199608082301.TAA18099@serv0O1.net-link.net> 


This weekend these manuals are going to a hamfest. Last chance for the 
group before doing so. Some are duplicates. 


SBA-300-4 2-Meter Converter $7 
SBA-300-3 6-Meter Converter 7 
HD-10 Keyer 10 
HD-11 Q Multiplier 10 
HD-16 Code Oscillator 7 
HG-10B VFO 10 
GR-110 VHF Scanning Monitor 12 
HD-1418 Active Audio Filter 12 
HD-1424-A Active Antenna 12 
HD-1424 Active Antenna 12 
HD-1982 Micoder 12 
HD-4040 Terminal Node Controller1i2 
HW-18-3 SSB Transceiver 14 
HW-22A 40 Meter SSB Transceiver14 
HW-32A 20 Meter SSB Trans. 14 
SA-2060A Deluxe Ant Tuner 14 
SB-301 SSB Receiver 17 
SB-303 SSB Receiver 17 
SB-400 SSB Transmitter 17 
SB-401 SSB Transmitter 17 
SB-500 2 Meter Transverter 17 
Thanks 

Bill 

William C. Robbins, WA8CDU *xkxkHeathkit Collectorx*x 


billrobb@serv01.net-link.net 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: "Allan Fritsche" <fritsche@msn.com> 

Subject: Litz wire versus Solid copper 

Message-ID: <UPMAILO3.199608072310090324@msn. com> 


Gang, fixing to make a new Antennae coil for the little HQ-145. I Saved 
the lengths of the pri and sec from the old coil, but just realized that multi 
strand wire like the Litz wire may have a bearing on the total inductance of 


the coil. 

I guess I could reuse the Litz, thou I am sure its now shorter then the 
factory length because of damage or just use #32 coil wire. Lastly 

does anyone know if this coil was bifilar or was the pri wound on the bottom 
and the sec right above. From the lengths I saved about a 3 to 1 ratio from 
pri to sec. 


Any suggestions would be appreciated. 

This is the ant coil for the 4 to MC band. 
Thanks 

Al 

fritsche@msn.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Gsraven@cris.com (Gregory S. Raven) 

Subject: Melbourne Hamfest Alert-- New Date ! 
Message-ID: <199608080217 .WAA23935@cliff.cris.com> 


The Melbourne Florida hamfest, which was advertised for months as 
occurring the weekend of Sept. 7/8, is now advertised to occur on the 
weekend of Sept. 14/15. 


I have verified this with PCARS (Platinum Coast Amateur Radio Society) 
the sponsor of the event. 


I was greatly inconvenienced by this change, having made plans to be 
there Sept. 7. Please don't flame me for this change, I didn't do it, 
just wanted to let everyone know. I hope no one else will be 
affected. 


73, 
Gregory Raven KF5N 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: hagelin@magi.com (Richard Brisson) 

Subject: Melton Book 

Message-ID: <199608090038.UAA16825@istar.ca> 


Harold - 


I thought I would "cc" the list with regards to the new Melton book. Its 
title is "The Ultimate Spy Book". 


It features a number of cipher devices (Enigma, Kryha, M-209 and other Hagelin 


devices) and some clandestine radios (Delco 5300 used in Cuba; SOE Type B 
MK II and Type A MK III; OSS SSTR-1; unidentified 8-tube superhet receiver 
2-bands AM & CW). 

If you are interested in the book, Keith Melton can be reached directly at: 
74237 .202@CompuServe.com (Keith Melton) 

I ordered a personalized copy for $30 USD. 

Regards, 


Richard. 


P.S. If you ever see another M-209 available at $875 USD, let me know. That 
was a very good deal. 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Stanley Siegel <SIEGELS@turing.law.nyu.edu> 
Subject: More on Collins prices 

Message-ID: <s209dc10.001@turing.law.nyu.edu> 


I've been reading the mail on Collins prices, and I thought I would add my 
two cents worth. If you are looking for Collins equipment that is really 


clean -- super collector quality -- you are going to have to pay a large 
premium. Condition, both electrical and cosmetic, makes a huge 
difference in price. I've worked on lots of Collins radios -- including most 


of the S-line and much of the A-line and 32V-3 -- and have found that 

what most people call "mint" or "perfect" is is need of much more than 
just clean-up. If you are good at cleaning up, and are willing to do both 
some restoration and full alignment, you can buy some items relatively 
inexpensively. These include the KWM-2 and 2A, the 75S-3 and the 

32S-3, and the 30L-1. 


Some items are rare and collectible, and if you find them cheaply you are 
very lucky indeed. High on the list: the 32S-2A (the real one, not modified 
from a 32S-3), and to a lesser degree, the 75S-3C (ditto on real). Also 
rare is the 312B-5 (if you must have it), though the 312B-4 is readily 
available. 


When we get to the A-line, the story is very different. The 75A-4 is 
highly desirable, and getting rarer, and a good one is costly. If you can 
find a good A-4 for $500-$600, you probably should jump on it. And the 
32V-3 is also getting quite rare -- and there the condition is everything. 


Someone asked about the 75A-3: a wonderful receiver, but totally 


different from the A-4, which was a complete electronic re-do. You may 
need to do a bit of reading on this. And, just for info, the 32V-2 is 
electrically similar to the 32V-3, but doesn't have the TVI shielding 
(including the modified cabinet, RF screen, and bypassing) that is in the 
32V-3. Good luck in looking, and be sure to check out your sources 
before you buy. 


One other comment: I've seen many notes on boatanchors complaining 

about people who sell at higher than hamfest prices. There are, of 

course, cheats everywhere. But you have no right to complain when 

someone asks a higher price for a piece of gear that really is in good 

shape and really is electrically A-1, particularly if it has been tested. And 

I follow the usual rule that if the price is too high (which it often is), I don't 
buy it. 


734 Stan W6TIS 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: sinned@VNET.IBM.COM 

Subject: NC-188 Documentation 

Message-ID: <199608081949.0AA13723@uro.theporch. com> 


Does anyone have an extra copy of the NC-188 maintainence 
information and wiring diagram? I'll pay postage and copy 
costs. 

Thanks, 

Dennis W5FRS 

Sinned@vnet.ibm.com 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: Need xfmr from junk HW-101 

Message-ID: <Pine.GS0O.3.93.960808134702 .23041A-100000@iglou> 


I need T-1 for an HW-101. Has anyone got a junker? 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: bill@skeeter.frco.com (William Hawkins) 


Subject: Re: Noise Contest 
Message-ID: <9608080321.AA18813@skeeter.frco.com> 


Even before computers, aquarium heaters were notorious noise 
producers. Or old light dimmers, that didn't use zero voltage 
switching. 


Bill Hawkins 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: JOHN_SEHRING.parti@ecunet.org 

Subject: NOISE CONTEST - VCR'S 

Message-ID: <9608071716.aa11170@pcusa01.ecunet.org> 


Try using the ferrite cores from old TV deflection coils. They're usually 
available from the xback*x of any TV repair shop. I got mine for free, 
stripping junkers left for throwing away. 


These coils run at 15 KHz so the ferrite is probably nice & lossy at RF, 
just what we want. 


-John Sehring (08/07/96 10:42 am MT @Baker, Montana) UCC wb2eqg 
From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: jmlckwd@mindspring.com (Max Lockwood) 
Subject: Noise problems need to go off line 
Message-ID: <199608072236.SAA09617@borg .mindspring.com> 


Gang, 


The discussions of noise sources that plague all of amateur radio aren't 
unique to boatanchors. 


This is a subject that needs to go off line and be continued in private mail. 
73, 


Jim - km6nk/4 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 

From: "Charles R. CHIP Veres 305-532-4515" <VERESC@mail.firn.edu> 
Subject: RE: Noise problems need to go off line 

Message-ID: <C97ZWKUL9OZIH*/R=FIRNVX/R=A1/U=VERESC /@MHS> 


A contrasting opinion: while certainly not unique to Boatanchors, noise is 
more likely to plague you on the lower bands where BA are usually operated; 
and more likely to annoy if your set doesn't have the latest, super duper, 
variable width noise blanker. 


73, Chip 


Opinions are like elbows, almost everyone has a couple! 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "Dennis L. Wade" <wade@mpu.com> 

Subject: Oddball connector-Mil 

Message-ID: <320A7213.7E38@mpu. com> 


Greetings Miltary anchorites: 


Ran across a piece of military equipment recently which has a (female) 
coaxial connector which appears, at first glance, to be an N connector. 
But closer inspection finds it to be oversize for an 'N' (an N on 
steroids?) 


Sound familiar to anyone? 


Thanks, 
Dennis 
KG6Z1 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: philw7xk@juno.com (Phillip A Rand) 

Subject: R-390A agc problems 

Message-ID: <19960808.090816.7591.1.philw7xk@juno.com> 


Sincere thanks to the many who responded to my problem--even got a 
response from Morris in Melbourne, Austrailia. 


Tried all the things advised but no luck so far. Discovered that I had 
about .7 volt of neg bias at the back of the set and it did as the book 
said--increased slightly when tuning across a signal. Also found this 
same voltage at the test points in the RF section. Also did as the book 
suggested and used a variable bias supply for external agc--could 
increase or decrease this voltage but still no help. It must be getting 
to the right places because if the voltage was increased to high, it 
blocked the IFs and stopped all reception. So back to square one--lastly, 
will check the control grid voltage in all the IF tubes and see if it's 


there. Don't know what else to do?? 


Thanks again fellas and one last request--does anyone out there have a 
cabinet for the 390?? An original or any that would house the rx. Was 
told that a Heath DX-100B cabinet would work?? 


Thanks in advance and 73 from Oregon, 
Phil, w7xk 


philw7xk@juno.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Morris Odell <morriso@vifp.monash.edu.au> 
Subject: Re: R-390a Problem 

Message-ID: <199608072156 .HAA12346@vifp.monash.edu.au> 


Hi all, 


> The darn thing plays very well but no AGC--the front end 
overloads 

> even on AM. Have to back the RF gain off to keep from distorting. 
It's 

> plenty sensitive enough but also notice that the Carrier Level 
Meter is 

> very slow to operate--very insensitive. 


My R390A had a similar problem. I finally traced it to a ground short 
in the output winding of one of the mechanical filters :-(. Reference 
to the cct will show that they are in series with the agc feeding the 
an IF amp grid. 


A quick cure was to shunt feed the agc (I think I've described this 
mod here before). I'm pretty sure it's the 4 kc filter because it 
doesn't sound the same as the others. I've got a replacement but 
haven't got up the nerve to attack the wiring yet! 


73 


Morris Odell VK3DOC Melbourne, Australia 
morriso@vifp.monash.edu.au 

http://www. vifp.monash.edu.au/CFM/staff/mo. html 
Waffling for myself and not my employer..... 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 

From: "Barry L. Ornitz" <u856010@eastman.com> 

Subject: Shelby (NC) Hamfest 

Message-ID: <Pine.ULT.3.91.960807200830.7856E-100000@dua150.kpt.emn.com> 


A group of us are working on trying to arrange a Boatanchors Dutch Treat 
dinner for one evening of the Shelby hamfest to be held over Labor Day 
weekend. It seems old Firebotl Jack himself, Larry Ware, and I will be 
staying at the same motel so going out to dinner seemed natural (it also 
avoids critical Boatanchor mass at the hotel). I don't know about Larry 
but Jack and I have plenty of mass! Haney Howell, from nearby Rock Hill, 
is helping us find a place to eat. 


It will be great to meet each other at the hamfest - like we did at Nick 
England's flea market spot last year, but we thought a dinner would be 
fun too. At Dayton this year, Bobbi Barmore and Larry Keith joined some 
of the Kingsport crowd for dinner and it was a great way to cap off the 
evening - and rest our tired feet too. 


I know a number of list members in the southeast will be at Shelby so 
let's get a good crowd together. As soon as details are worked out, we 
will tell you more. In the mean time, those of you who plan to be at 
Shelby and want to join us for dinner, please send me a note. 


Remember we ain't got no manners, but we DO like to eat. More than a few 
want some cold 807's too. See you there! 


73, Barry L. Ornitz WA4VZQ ornitz@eastman.com 


PAV AY AVAVATAVAVATATAVALAVAVATATAVATAS 


Use THIS address please. 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: n5off@w5ddl.aara.org 

Subject: Switch 390A IF decks 

Message-ID: <434681@w5ddl.aara.org> 


You can switch 390A IF decks. 

Let me know what you find on the AGC as i need to do the same for a friend. 
73 de tom 

From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 

From: rbiddle@madvax.mo.ti.com (Richard Biddle) 


Subject: Tek scope worth / TV tube collection 
Message-ID: <9608081709 .AAQ6360@MadVax.mo.ti.com> 


I hit upon an interesting garage sale this weekend - an old TV service hand 
was cleaning out the junk. This has prompted a couple of questions: 


First, I woulnd up with about 250 TV specific tubes - 7 and 9 pin minatures 
with odd filiment designations (like 8AXX or 4AXX) and small/large 
Compactrons. All are NOS in rather worn boxes. Are they worth trying to 
peddle? I don't really want to take the trouble of cataloging them. If 
nothing else I'll hang on to them until the next Midland ARC (Texas) swap in 
February. Of course, if 

someone want em I willing to work a trade. It would be a pain to ship that 
many tubes unless someone has a suggestion on how to do it where the UPS guy 
won't break 'em. I also wound up with 250 over receiving tubes that I am 
going to catalog to see what I wound up with. Unfortunatly no hidden caches 
of 12AX7s 

or 6L6s for my guitar amps :( 


Second, I have a Tek 543A scope with original manual and a Tek scope cart. 
This is a huge beastie but it is fully functional with a sharp trace. 
Reasonable close to being in cal, but I'm not about to haul it in to the cal 
lab at work to do an NBS traceable cal job on it. Is it worth something? 
I'm running out of room in the workshop and hate to think of putting it out 
in the shead. Willing to work a trade if someone wants to pick it up. 


Thanks folks. 
73 de Richard, KB5WLH << The Internet - CB Radio >> 
rbiddle@madvax.mo.ti.com << For the Nineties >> 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: rmorgan@us.edu (Robert Morgan) 

Subject: thanks for Collins price info 

Message-ID: <1.5.4.32.19960808114137 .006a4ba0Q@us.edu> 


Thanks to the many who provided me with info on Collins prices. Guess they 
go for a bit more than Globe Chiefs, but I'm gonna' keep my eyes open. 


7133 


Bob 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "Allan Fritsche" <fritsche@msn.com> 
Subject: Trade a S-36A for a Humble R-100A 


Message-ID: <UPMAILO3.199608090117460712@msn. com> 


Gang, Got the S-36A working well and the cosmetics are great. would like to 
trade this guy for a R-100A that I had as a youth. Sounds great on FM through 
the R-46 speaker. Any takers close to Houston. Don't want to ship 

if possible. 


Let me Know 
Al 
fritsche@msn.com 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 

From: "James P. Rybak" <jrybak@mesa5.Mesa.Colorado.EDU> 

Subject: Tube Puller?? 

Message-ID: <Pine.SV4.3.91.960807202647 .29764A-100000@mesa5.mesa.colorado.edu> 


Does anyone know where I can buy a tube puller for removing tubes from 
hard to reach places? 


Thanks. 


Jim Rybak WOKSD 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Steve Ellington <n4lq@iglou.com> 

Subject: Wanted: CW filter 75A-4 

Message-ID: <Pine.GS0O.3.93.960807181427 .24605A-100000@ig1lou> 


Really want bad! 500 or 800 cps cw filter for the A4. 
You really don't need your's anyway do you? 
Name your price. $$ 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 

From: Dean Davidson <ddavidso@metz.une.edu.au> 

Subject: Weston Model 669 VTVM 

Message-ID: <1.5.4.16.19960809164824 .23bf04c2@metz.une.edu.au> 


One of the guys at work bought in a Weston model 669 VTVM today. 


This instrument is in the never used category! It was made 
and purchased by the guys father in the late 1930s. He went 
off to war just after he bought it and never used it. 


It is in immaculate condition - I've never seen anything of 
that era looking so good. 


Anyone have any idea what it may be worth? No, I don't 
think he wants to sell it - but who knows? 


Cheers, 

Dean 

Dean Davidson ddavidso@metz.une.edu.au 
Dept Psychology Phone 61 67 73 2585 
University of New England Fax 61 67 73 3820 
Armidale NSW 2351 Australia VK2 ZID 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: JIM_ALLEN@HP-Cupertino-om5.om.hp.com 

Subject: White Spots 

Message-ID: <H000030e0537d99c@MHS> 


Item Subject: cc:Mail Text 

It seems that 80% of the boatanchors I buy have been sitting around where 
someone painted something white. They are covered with several million 
white specs. Is there a safe way of quickly removing these spots? My 
fingernails are wearing out. 


Regards, 


Jim 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "B. D. Hall" <BDHall@ghgcorp.com> 

Subject: Re: White Spots 

Message-ID: <320A3372.2191@ghgcorp.com> 


JIM_ALLEN@hp-cupertino-om5.om.hp.com wrote: 


It seems that 80% of the boatanchors I buy have been sitting around where 
someone painted something white. They are covered with several million 
white specs. Is there a safe way of quickly removing these spots? My 
fingernails are wearing out. 


VV VV 


Hi Jim, mine too! My R-366/TRR-5 seems to have been around some sort of 
painting process and is covered with white speckles. I found a way to 
get the paint off the plastic knobs: WD-40. I accidently got some on 
the knobs of my R-366 and went to wipe it off and noticed that the specs 
wiped off. With a little more effort, even the big ones came off. Plus 
the knobs have a really nice shine now. I DON'T KNOW WHAT WD-40 WILL DO 
TO YOUR RIG, I just found it worked on the R-366 by accident. I am 
afraid to try it on the paint, as when I tried to clean the front panel 
of my SP-600 with pure water, the engraved markings came out. Oh well, I 
was going to refinish it anyways. Who knows, maybe your white speckles 
are water soluable too? Worth a shot! 


BTW, the SP-600 panel is finished and looks nice. One of these says 
after I update the QTH.BAFOLK list I am going write a nice long post on 
my SP-600 panel experiances... 


Thanks and 73, 

Ben 
KKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKEKRK 
*x Benjamin D. Hall, Houston Texas * 
* BDHall@GHGCorp.com BHall@GP802.jsc.nasa.gov x 
KKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKEKKKEKKKKKRK 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 
From: "Garey Barrell, K40AH" <75025.73@CompuServe.COM> 
Subject: Re: White Spots 

Message-ID: <960808180422_75025.73_FHD72-1@CompuServe. COM> 


Jim Allen wrote: 


>It seems that 80% of the boatanchors I buy have been sitting around where 
>someone painted something white. They are covered with several million 
>white specs. Is there a safe way of quickly removing these spots? My 
>fingernails are wearing out. 


I have had good luck with a product called "Goof Off" that is sold by "Home 
Depot" and other outlets around here. It is labeled as "the ultimate remover" 
and is for removing dried latex paint from "just about anything". Specifically 
listed is "fully cured varnished and oil based painted surfaces". I have used 
it on several pieces of E. F. Johnson, Drake and Hammarlund equipment among 
others. It is also effective for removing old calibration and other stickers. 
So far, it has not attacked any finish I have used it on, while removing the 
paint spatters, glue, and even felt tip marker ink. 


All it says on the contents label is "contains Xylene". Probably one of the 
chemist types on here can tell us more??? 


As always, test on an out-of-the-way place first. I like the inside surface of 
cabinet flanges for this purpose. 


There does seem to be a definite affinity for paint spatters, usually white, on 
BA stuff! Perhaps said BA's were used to hold up ends of scaffolding? 


73, Garey - K40AH 
75025.73@compuserve.com 
Atlanta 


From boatanchors@theporch.com Thu Aug 8 20:52:22 1996 

From: Jeffrey Herman <jherman@hawaii.edu> 

Subject: Re: White Spots 

Message-ID: <Pine.GS0O.3.93.960808102817 .1253C -100000@uhunix5> 


On Thu, 8 Aug 1996 JIM_ALLEN@HP-Cupertino-om5.om.hp.com wrote: 

> Item Subject: cc:Mail Text 

It seems that 80% of the boatanchors I buy have been sitting around where 
someone painted something white. They are covered with several million 
white specs. Is there a safe way of quickly removing these spots? My 
fingernails are wearing out. 


VVNV MV 


When the boatswain mate strikers and deck seamen came into the radio 
shack to repaint the walls and overhead, they threw plastic covers over 
radio gear. But us radiomen needed access to the rigs so we would 
sometimes throw the tarp to the side for a minute or two (or more). 
Little did I realize that those white specks we allowed to hit the 
equipment would come back to haunt me 20 years later on this list! 


Jef£ KH2PZ / KH6 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: MICHAEL@ecs.umass.edu 

Subject: Zapped HP VTVM 

Message-ID: <0118119RMXJM91VS56@ecs.umass.edu> 


Hi Anchorites, 
Well, I was at my workbench the other night, working away happily on an 
NC-98 receiver, checking resistances, when all of a sudden: ZAAAP! CRACK! 
Zounds, sounds like something just got a healthy jolt from the B+ 
line. Wait a minute, this receiver isn't even plugged in! What's going 


on here? Only too soon I discover the awful truth. My trusty HP 410C 
VTVM is reading 1 volt with nothing connected to it. Something awful bad 
has happened inside. 

Checking further, the unit still seems to operate, sort of. A 1.5V 
battery deflects the needle in the right direction, and I can sort of 
"zero" the ohmmeter (actually pins the needle, but a resistor will bring 
it back down). So everything seems offset about 1/3 up the dial from 
true zero. 

Haven't opened it up yet. Anyone ever had this happen to them? More 
to the point, anyone got a schematic they could photocopy for me? 


Puzzled but still hopeful, 


John Michael michael@ecs.umass.edu 


From boatanchors@theporch.com Thu Aug 8 13:00:50 1996 
From: Jack Harper <jharper@bs2000.com> 

Subject: Re: Zapped HP VTVM 

Message-ID: <199608081524. JAAQ6478@lynx.csn.net> 


At 08:48 8/8/96 -0500, you wrote: 

>Hi Anchorites, 

> Well, I was at my workbench the other night, working away happily on an 
>NC-98 receiver, checking resistances, when all of a sudden: ZAAAP! CRACK! 
> Zounds, sounds like something just got a healthy jolt from the B+ 
>line. Wait a minute, this receiver isn't even plugged in! What's going 
>on here? Only too soon I discover the awful truth. My trusty HP 410C 
>VTVM is reading 1 volt with nothing connected to it. Something awful bad 
>has happened inside. 

> Checking further, the unit still seems to operate, sort of. A 1.5V 
>battery deflects the needle in the right direction, and I can sort of 
>"zero" the ohmmeter (actually pins the needle, but a resistor will bring 
>it back down). So everything seems offset about 1/3 up the dial from 
>true zero. 

> Haven't opened it up yet. Anyone ever had this happen to them? More 
>to the point, anyone got a schematic they could photocopy for me? 

> 

>Puzzled but still hopeful, 

> 

>John Michael michael@ecs.umass.edu 

> 

> 


Hey -- perhaps you got across the B+ with your ohmmeter and got zapped with 
a power 

supply electrolytic or two that was/were still charged. I managed to do that 
once 


about 25-years ago -- unfortunately, my finger was being used as the probe 
-- zzzzssppt!!! 

Interesting feeling sitting there at 0200 watching in wonderment where the 
tip of your 

finger used to be before it got vaporized. 


If that is what happened, unlike my missing finger part, you should be able 
to open up 

the VTVM and find a blitzed resister -- look for one that has been blasted 

to smithereens 

or one that has kind of like a black bubble on it (that's what the rest of 

my finger looked like). 

If you are lucky, the VTVM may have a fuse in the 'ohmreading' section. 


Regards to all 


Jack, KCOLR (Friend to all things Hammarlund) 

Jack Harper Bank Systems 2000, Inc. 
e-mail: jharper@bs2000.com 350 Indiana Street, Suite 350 
voice: 303-277-1892 fax: 303-277-1785 Golden, Colorado 80439 
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